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Figure 1: TP1016F Front Panel 
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Figure 2: TP1016F Back Panel (Magnify) 
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Figure 3: TP1016C Front Panel 
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Figure 4: TP1016C Back Panel 



Figure 5: TP1006C and TP1016C Hubs in a network 




Figure 6: Expanding long distance network using Fiber Optic Link 
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"Quick Install Guide" 

♦ Compex MicroHub®/6, 6-Port RJ-45 
Ethernet Hub (TP1006C); 
♦ Compex MicroHub®/8, 8-Port RJ-45 + BNC 
Ethernet Hub (TP10O8C); 
♦ Compex MicroHub®/16, 16-Port RJ-45 + 
BNC/AUI/Fiber Optic** 
Ethernet Hub (TP3016C/ TP1016F**) 

+ I ntroduction 

The Compex MicroHub®/8 (TPJD08C); Compex MicroHub®/6 (TP1006C); and Compex 
MicroHub®/16; (TP]D16C/ TPMlfiF) are multi-port Ethernet hubs that bring unmatched 
flexibility to LAN environments. There are multi-wiring connections for up to 6 (TP1006C); 
or 8 (TP1008C); or 16 (TP1016C/TP1016F) UTP ports. In addition, there is: a BNC 
(TP1008C); or a BNC/AUI (TP1016C); or a Fiber Optic (TP1016F) port for easy, direct 
connection to different LAN media segments. The TP1006C/TP1008C;/ TP1016C/TP1016F 
hubs constantly monitor each port for signal quality and will automatically disconnect a device 
producing noise or excessive collisions. The disconnected device will be reconnected 
automatically when the error condition is cleared. 



+ H UP Features (see diagrams on inner cover & page 13) 



© 


Power LED 


♦ ON indicates hub is receiving power. 


® 


Collision LED 


* BLINKS to indicate collision of transmitted 
packets occuring. 


® 


Link/Activity LED 

(TP1 006C/TP1 008C/TP1 01 6C/ 
TP1016F) 


♦ STEADY LIGHT indicates a good cable link 
between adapter and hub; 

♦ BLINKS to indicate network activity present. 


® 


Jabber LED 

(TP1016C/TP1016F) 


♦ BLINKS to indicate transmission of packet/s 
exceeding the specified time. 


® 


Uplink Button (TP1016C): 

(TP1006C/TP1008C): 


♦ Uplink mode when button is released OUT. 

♦ Uplink mode (button shift Left). 


© 


6 RJ-45 Ports (TP1006C) ; 
8 RJ-45 Ports (TP1008C) or 
16 RJ-45 Ports (TP1016C/F) 


♦ Configurable as 6; /8; / 16 UTP ports or 5; /7; / 
15 UTP ports plus 1 UTP Uplink Port (Port #1). 


© 


1 BNC;/ 1 BNC-1 AUI;/ 
1 BNC-1 Fiber Optic Port; 


♦ BNC or AUI or Fiber Optic for connection to a 
different LAN media segment. 


© 


DC Power Socket 

(TP1006C/TP1008C);/ 

AC Power Socket 

(TP1016C/TP1016F) 


♦ Jack for connection to an external Output 
Power adapter (DC 7.5V @ 1 Amp); 

♦ Flexible power input (range 90VAC to 
250VAC) meets every country requirement. 


© 


ON/OFF Power Switch 

(TP1016C/TP1016F) 


♦ Provides a convenient means to power-up or 
shutdown the hub. 
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® 


SOCket (TP1006C/TP1008C -- 
connect to keyboard) 


♦ Optional jack for tapping keyboard's 5V power 
supply. 


Qgy^jQp- Compex will not be liable for any damage arising from using the hub operated 
from either the keyboard power tap or mouse port tap. Please check with your 
computer equipment vendor on the availability of not less than 300mAmp at 5V 
DC on your mouse or keyboard socket. 



± Features : 

* Cost effective, unmanaged hub allowing interconnection of different 
media such as Fiber Optic or Thin (BNC) or Thick (AUI) with UTP 
segments within a single device. 

* Connects up to 6;/ 8;/ 16 UTP lOBase-T link; and one Thin (BNC) and/or 
one Thick (AUI) Ethernet link or one Multi-mode Fiber Optic Link. 

* Detects network collisions and alerts all participating host devices. 
Amplifies and re-times received signals and transmits the signals to 
attached host devices in the event of a collision. 

4 Preamble regeneration, signal retiming and restoration, extension of 

fragmented packets and jabber function for automatic partitioning to 

isolate network failure. 
« Global power, collision, jabber LEDs and individual port Link/Activity 

LED to aid network diagnosis and management. 
« Performs full 10Mbps Ethernet multi-port repeater functions and complies 

with IEEE802.3 standard for lOBase-T Unshielded Twisted Pair (UTP); 

and 10Base-2 Thin Coaxial (BNC) or 10Base-5 Thick Coaxial (AUI) or 

lOBase-F (Fiber Optic). 
« TP1016F has lOBase-FL Port that support long distances up to 2km. 



+ Specifications : 



♦ 


Industry 
Standards: 


Complies with IEEE802.3, lOBase-T and 10Base-2, 
10Base-5 or lOBase-FL standard, FCC Class A, CE 
Mark. 


♦ 


Interface: 


Supports 6;/ or 8;/ or 16 station ports for either clients, 
servers or downlink hubs. A designated Uplink port 
provides easy cascading to another hub: Port #1 (button 
shift Left) for TP1008C or TP1006C; and Port #1 (button 
released OUT) for TP1016C or TP1016F. 


♦ 


Link Distance 


lOBase-T : Requires UTP (3,4 or 5) cable. 
Maximum segment length is 100m. 
lOBase-FL : Requires Multi-mode fiber Optic cable 
with wave length 820nm. Maximum length is 2 km. 


♦ 


Uplink and 
Downlink ports: 


Requires 2 twisted-pairs UTP cable (Category 3, 4, and 
5). Segment length can be up to a maximum of 100 
meters. When cascading using the Uplink port, the 
segment length can be up to a maximum of 100 meters. 
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♦ 


Power Supply: 


TPI008C/ TP1006C: 7.5V DC @ 1 Amp external 
Power adapter (stepped down from 
1 10V AC/220 VAC power supply); 
TP1016C/ TP1016F: 90V AC to 250V AC. 


♦ 


Environment 
Requirements: 


Operating temperature: 0°C to 50°C; (Storage 
temperature: -20°C to 70°C); Operating humidity: 10% 
to 80% RH; (Storage humidity: 5% to 91% RH). [RH = 
Relative Humidity] 


♦ 


Physical 
Dimension: 


TP1006C& TP1008C: 149 x 90 x 25mm (L x W x H). 
TP1016C&TP1016F: 428 x 108 x44mm (L X W X H) 


♦ 


Weight: 


about 0.18 kg (TP1006C/TP1008C); / 1.58 kg (TP1016C/ 
TP1016F) 


♦ 


Safety: 


LVD certified. 



+ Troubleshooting 

t LED Indicators: The Compex MicroHub®/6 (TP1006C); Compex 
MicroHub®/8 (TP1008C); and Compex MicroHub®/16 (TP1016C/ 
TP1016F) Ethernet hubs are designed with LED indicators to indicate 
the signal status such as: Power ON/OFF, Link/Activity Status, 
Collision Status, and Jabber Status. The LEDs function as useful 
troubleshooting aids and are found on the front panel of the TP1006C/ 
TP1008C/ TP1016C/ TP1016F hub. 



LED indicator 


Description of Function 


Power 


Green LED (TP1016C/F) or Red LED (TP1006C/TP1008C). 


If Power LED does not come ON, check that: 
[1] Plug/cord is properly inserted into the socket. 
[2] Hub's ON/OFF switch is turned ON. 


Link/Activity 


Green LED. 

When LED does not turn ON, check that: 

[ 1 ] Wire pairs connection at RJ-45 plug are correct. 

[2] RJ-45 plug is fully inserted until you hear a click sound. 

[3] The PC is powered-up. 


Collision 


Red LED (TP1016C/F) or Yellow LED (TP1006C/TP1008C). 


BLINKS when 2 or more stations are assessing the network 
heavily. This is normal. 


Jabber 


Yellow LED. 

BLINKS to indicate transmission of packet/s exceeding the 
specified time. 
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Disclaimer: Compex, Inc. provides this guide without warranty of any kind, either expressed or 
implied, including but not limited to the implied warranties of merchantability and fitness for a particular 
purpose. Compex, Inc. .may make improvements and/or changes to the product and/or specifications of 
the product described in this guide, without prior notice. Compex, Inc will not be liable for any 
technical inaccuracies or typographical errors found in this guide. Changes are periodically made to the 
information contained herein and will be incorporated into later versions of the guide. The information 
contained is subject to change without prior notice. 

Trademark Information: Compex®, MicroHub® and ReadyLINK® are registered trademarks of 
Compex, Inc. All brand and product names are trademarks or registered trademarks of their respective 
owners. 

Notice: Copyright © 1998 by Compex, Inc. All rights reserved. Reproduction, adaptation, or 
translation without prior permission of Compex, Inc. is prohibited, except as allowed under the copyright 
laws. Manual Revision by Teoh Peik Cheng 

Manual Number: M-0147-V1.3C Version 1.3C, October 1999 

FCC NOTICE: This device has been tested and found to comply with the limits for a Class A 
digital device, pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable 
protection against harmful interference in a residential installation. This device generates, uses and can 
radiate radio frequency energy and, if not installed and used in accordance with the instructions, may 
cause harmful interference to radio communications. However, there is no guarantee that interference 
will not occur in a particular installation. If this device does cause harmful interference to radio or 
television reception, the user is encouraged to try to correct the interference by one or more of the 
following measures: 

+ Reorient or relocate the receiving antenna. + 
_l_ Connect the computer into an outlet on a 

circuit different from that to which the _j_ 

receiver is connected. — 
Caution: Any changes or modifications not expressly approved by the grantee of this device could void 
the user's authority to operate the equipment. 

FCC Compliance Statement: This device complies with Part 15 of the FCC Rules. Operation is 
subject to the following two conditions: 

(1) This device may not cause harmful interference, and 

(2) This device must accept any interference received, including interference that may cause 
undesired operation. 

DECLARATION OF CONFORMITY: Compex, Inc. declares that the product- 
Product Name: Compex MicroHub/6, 6-Port Ethernet Hub; Compex MicroHub/8, 8-Port 
Ethernet Hub; Compex MicroHub/ 16, 16-Port Ethernet Hub Model Number: 
TP1006C/TP1008C; TP1016C/ TP1016F conforms to the following Product Standards: 
Radiated Emission Standards: EN55022A, FCC Part 15 Class A; Conducted Emission 
Standards: EN60555Pt2 conducted emission; EN55022A conducted emission, FCC Part 
15 Class A; Immunity Standards: IEC 801-2; IEC 801-3; IEC 801-4; Low Voltage 
Directive : EN60950 Therefore, this product is in conformity with the following regional 
standards: FCC Class A — following the provisions of FCC Part 15 directive; CE Mark — 
following the provisions of the EC directive. 



Increase the separation between the 
computer and receiver. 
Consult the dealer or an experienced 
radio/TV technician for help. 



Manufacturer's Name: Compex, Inc. 

Address: 4051 E. La Palma, Unit A, 

Anaheim, CA 92807, USA 

European Contact: 

ReadyLINK Networktechnology Gmbh, 

Technical Support 

Albert Einstein Strafie 42, 

63322 Rodermark, Germany 

[Fax: ++49 (0) 6074 - 9Q668] 



Singapore, October 4, 1999 



Mr. Shi Jia Xiang 
R&D Deputy Manager 
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„Leitfaden fur die schnelle I installation" 

♦ Compex MicroHub®/6, 6-Port RJ-45 Ethernet Hub (TP1006C); 
♦ Compex MicroHub®/8, 8-Port RJ-45 + BNC 
Ethernet Hub (TP1D08C); 
♦ Compex MicroHub®/16, 16-Port RJ-45 + BNC/AUI /Fiber Optic* 
Ethernet Hub (TP1D16B/ TP1D16C/ TP1D16F*) 
+ E inleitung 

Die Compex MicroHub 8 /8 (TP1008C) und Compex MicroHub 8 /16 (TP1016C/ TP1016F) sind 
Multiport-Ethernet-Hubs, die eine unvergleichliche Flexibility in LAN-Umgebungen schaffen. Es 
gibt Multi-Wiring- Verbindungen mit bis zu S UTP-Ports (TP1008C) bzw. 16 UTP-Ports (TP1016B/ 
TP1016F). AuBerdem verfugen sie iiber einen manuellen BNC-Schalter (TP1008B) bzw. BNC/AUI- 
Schalter (TP1016C) fur die leichte und direkte Verbindung mit verschiedenen LAN- 
Mediensegmenten. Die Hubs TP1008C; /TP1016C/TP1016F uberwachen jeden Poll standig auf seine 
Signalqualitat und schalten ein Gerat automatisch ab, wenn es ein Rauschen oder uberschiissige 
Kollisionen erzeugt. Das abgeschaltete Gerat wird automatisch wieder angeschlossen, sobald der 
Fehler beseitigt ist. 

Der Compex MicroHub/6 (TP1006C) hat 6 UTP-Ports (lOBase-T). 

Der Compex MicroHub/16 (TP106F) hat 16 UTP-Ports (lOBase-T), 1 BNC-Port und 1 Glasfaser- 
Port (lOBase-FL). Der lOBase-FL-Port unterstiitzt Multi-Mode Glasfaserkabel bis zu einer 
maximalen Kabellange von 2km. 

+ C harakteristik des H ub (sieheA bbildung innen auf der U mschlagseite) 



© 


Betriebsanzeige „Power" 


♦ Diese LED leuchtet, wenn der Hub mit Strom 
versorgt wird. 


© 


Kollisionsanzeige 
..Collision" 


♦ Diese LED blinkt, wenn es zu einer Kollision der 
ubertragenen Datenpakete kommt. 


© 


Verbindungsanzeige 
„Link/ Activity" 

(TP1006C/ TP1008C/ TP1016C/ 
TP1016F) 


♦ Diese LED leuchtet kontinuierlich, wenn eine gute 
Kabelverbindung zwischen dem Netzwerkadapter 
und dem Hub vorhanden ist. 

♦ Diese LED blinkt, wenn es starke 
Netzwerkaktivitaten gibt. 


© 


Trennungsanzeige 

„ Jabber"(TPi 01 6C/TP1 01 6F) 


♦ Diese LED blinkt, wenn es zu einer Jabber der 
ubertragenen Datenpakete kommt. 


© 


Schalter „Uplink" 

"(TP1016C/TP1016F): 
"(TP1008C/TP1006C): 


♦ Uplink-Modus bei nicht eingedruckter Taste. 

♦ Linke Schalterstellung: Uplink-Modus; rechte 
Schalterstellung: Normal-Modus 


© 


6 RJ-45 Ports (TP1006C);/ 
8 RJ-45 Ports (TP1008C);/ 
16 RJ-45 Ports (TP1016C/F) 


« Konfigurierbar als 6; /8; /1 6 UTP-Ports Oder 5; /7; /15 
UTP-Ports plus 1 UTP-Uplink-Port (Port-Nr. 1). 


© 


1 BNC;/ 1BNC-1AUI Port; / 
1BNC-1 Fiber Optic Port 


♦ BNC Oder AUI Oder Glasfaser-port fur die 
Verbindung mit einem anderen LAN- 
Mediensegment. 


© 


StromanschluBbuchse - 
Gleichspannung 

(TP1006C/TP1008C); 

StromanschluBbuchse - 

Wechselspannung 

(TP1016F/TP1016C) 


♦ Stecker fur den AnschluB an den Ausgang eines 
externen Stromadapters (Gleichspannung 7,5 Volt - 
9 Volt; 1 Ampere); 

♦ Durch die flexible Eingangsspannung (im Bereich 
von 90 bis 250 Volt Wechselspannung) werden die 
Spannungsanforderungen aller Lander erfullt. 


© 


Ein- und Ausschalttaste 

(TP1016C/TP1016F) 


♦ Sie bietet eine einfache Moglichkeit, den Hub ein- 
uns auszuschalten. 
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AnschluB 

(zur Verbindung mit der Tastatur) 


♦ Optionaler AnschluBstecker zur Verwendung der 
+5V-Tastaturstromversorgung. 


Vorsicht: Die Compex Inc. haftet nicht fur Schaden, die durch Verwendung eines 
Stromabzweigkabels hervorgerufen werden. Bitte fragen Sie Ihren 
Computerhdndler unbedingt, ob an Ihrem Tastatur- und/oder Mausanschluji eine 
Gleichspannung von 5 Volt bei 300 mA anliegt. 



+ Leistungsmerkmale : 



4 Kosteneffektiver Hub ohne Verwaltungsaufwand, der die Verbindung von BNC- 
Segmenten (Thin) und UTP-Segmenten innerhalb eines einzigen Gerates 
ermoglicht. 

4 Verbindet bis zu 8; /16 UTP-lOBase-T-Segmente; und ein BNC- (Thin) und/oder 

AUI- (Thick) Ethernet-Segment. 
« Entdeckt Netzwerkkollisionen und alarmiert alle teilnehmenden Host-Gerate; 

verstarkt empfangene Signale, richtet die Zeitsteuerung neu ein, und ubertragt die 

Signale im Fall einer Kollision an angeschlossene Host-Gerate. 
« Praambel-Neuerzeugung, Signalabbau und -wiederherstellung, Erweiterung 

fragmentierter Pakete und Jabber-Funktion fiir automatische Partitionierung zur 

Isolierung von Netzwerkausfallen. 
4 Anzeigen fiir Gesamtstromversorgung, Kollision und Trennung und individuelle 

Anzeigen fiir Verbindung/RX oder Verbindung/Aktivitat erleichtern 

Netzwerkdiagnose und -verwaltung. 
^ Erfullt Multi-Port-Repeater-Funktionen fiir Ethernet mit 10 Mbps und entspricht 

dem Standard IEEE802.3 fur lOBase-T Unshielded Twisted Pair (UTP) und 

10Base-2 Thin Coaxial (BNC) oder 10Base-5 Thick Coaxial (AUI). 
4 Der lOBase-FL-Port unterstiitzt Multi-Mode Glasfaserkabel bis zu einer 

maximalen Kabellange von 2km. 

+ Technische Paten : 



♦ 


Industrie- 
standards: 


Entspricht dem Standard IEEE802.3 lOBase-T, FCC Class 
A und besitzt das CE-Konformitatszeichen. 


♦ 


Schnittstelle: 


Unterstiitzt 8 bzw. 16 Stations-Ports fiir Clients, Server oder 
Downlink-Hubs. Ein spezieller Uplink-Port erlaubt den 
leichten AnschluB an einen anderen Hub: Port-Nr. 1 (linke 
Schalterstellung) fur TP1006C/TP1008C; und Port-Nr. 1 
(OUT) fur TP1016C/TP1016F. 


♦ 


Uplink- und 
Downlink- 
Ports: 


Erfordert zwei UTP-Twisted-Pair-Kabel (Kategorie 3, 4 
und 5). Die Segmentlange kann bis zu 100 Meter betragen. 
Bei Kaskadierung iiber den Uplink-Port kann die 
Segmentlange bis zu 100 Meter betragen. 


♦ 


Betriebs- 
spannung: 


TP1006C/ TP1008C: 7,5 Volt Gleichspannung; externer 
Stromadapter fiir 1 Ampere (heruntertransformiert von 
1 10/220 Volt Wechselspannung) 

TP1016B/ TP1016C: 90 bis 250 Volt Wechselspannung. 
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♦ 


Umgebungsan- 
forderungen: 


Betriebstemperatur: 0°C bis 50°C; (Lagertemperatur: -20°C bis 
70°C); Relative Luftfeuchtigkeit im Betrieb: 10% bis 80%; 
(Relative Luftfeuchtigkeit bei Lagerung: 5% bis 91%) 


♦ 


Abmessun- 
gen: 


TP1006C & TP1008C: 149 x 90 x 25mm (L x B x H); 
TP1016C&TP1016F:428 x 108 x 44mm (L x B x H) 


♦ 


Gewicht: 


ca. 0,18 kg (TP1006C/TP1008C); / 
1,58 kg (TP1016C/TP1016F) 


♦ 


Geratesic- 
herheit: 


LVD-gepriift. 



+ Fehlersuche : 

♦ LED-Anzeigen: Die Compex MicroHub®^ (TP1008C) und Compex 
MicroHub®/16 (TP1016C/ TP1016F) Ethernet-Hubs verfugen iiber LEDs zum 
Anzeigen des Signalstatus: Betriebsanzeige „Power" (EIN/AUS), 
Verbindungsanzeige „Link/RX" oder „Link/Activity", und Kollisionsanzeige 
..Collision". Die auf der Frontabdeckung des Hubs TP1006C/TP1008C bzw. 
TP1016C/ TP1016F angeordneten LEDs sind bei der Fehlersuche sehr hilfreich. 



LED-Anzeige 


MaBnahmen 


Betriebsanzeige 
..Power" 


Griine LED 

Falls die Betriebsanzeige nicht aufleuchtet, prtifen Sie ob: 

(1) der Stecker bzw. das Netzkabel fest in die 
StromanschluBbuchse eingesteckt ist. 

(2) die Ein- und Ausschalttaste des Hubs eingeschaltet ist. 


Verbindung- 
sanzeige 
„Link/Activity" 


Griine LED 

Falls diese LED nicht aufleuchtet, prufen Sie ob: 

(1) die Kabelpaarverbindungen am RJ-45-Stecker korrekt sind. 

(2) der RJ-45-Stecker bis zum horbaren Einrasten eingesteckt ist. 

(3) der PC eingeschaltet ist. 


Kollisionsanzeige 
..Collision" 


Rote LED (TP1016C/F) oder Gelb LED (TP1006C/TP1008C) 


Blinkt, wenn zwei oder mehrere Stationen sehr stark auf das 
Netzwerk zugreifen. Dies ist kein Fehler, sondern vollig normal. 


Trennungsanzeige 
..Jabber" 


Gelb LED. 

Diese LED blinkt, wenn es zu einer Jabber der ubertragenen 
Datenpakete kommt. 
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Hinweis: Die Compex Inc. stellt diesen Leitfaden ohne Gewiihrleistung jeglicher Art zur Verfiigung - 
uneingeschrankt eingeschlossen sind dabei insbesondere die Gewiihrleistung fur die Vermarktbarkeit und die Eignung 
fur einen best imm ten Zweck. AuBerdem behiilt sieh die Compex Inc. das Recht vor, jederzeit das hier beschriebene 
Produkt und/oder die hier aufgefiihrten Produktspezifikationen ohne vorherige Mitteilung zu veriindern Oder zu 
verbessern. Die Compex Inc. ubernimmt keine Verantwortimg fur die Folgen von technischen Ungenauigkeiten oder 
Schreibfehlem in diesem Leitfaden. Die in dieser Unterlage enthaltenen Angaben werden periodisch uberarbeitet, und 
notwendige Anderungen werden in spateren Versionen dieses Leitfadens aufgenommen. Auch die Informationen in 
diesem Leitfaden kbnnen ohne vorherige Benachrichtigimg geandert werden. 

Warenzeichen: Compex®, MicroHub® und ReadyLINK 6 sind eingetragene Warenzeichen der Compex Inc. 
Alle Marken- und Produktnamen sind Warenzeichen oder eingetragene Warenzeichen ihrer jeweiligen Besitzer. 
Copyright: © 1998 Compex Inc. Alle Rechte vorbehalten. Ohne vorherige schriftliche Erlaubnis der Compex Inc. 
ist die Vervielfaltigung, Ubertragung, Anpassung oder Ubersetzung dieser Unterlage nur in dem durch das 
Urheberrecht ausdrucklich erlaubtem Umfang gestattet. 
Uberarbeitung des Handbuchs durch Teoh Peik Cheng 

Nummer des Handbuchs: M-0147-V1.3G Version: 1.3G -Oktober 1999 

Hinweis der FCC: Dieses Gera't wurde gepriift und halt die Gienzwerte eines Digitalgeriites der Class A 
nach den FCC-Riehtlinen Part 15 ein. Diese Gienzwerte sind so bemessen, daB sie einen ausreichenden 
Schutz gegen unerwiinschte Stbrsignale bei der Installation im Wohnbereich gewahrleisten. Dieses Gera't 
erzeugt und verwendet Hochfrequenzsignale und kann, falls es nicht streng nach den Herstelleranweisungen 
installiert und betrieben wird, Storungen beim Radio- und Fernsehempfang und im Funkverkehr hervorrufen. 
Dessenungeachtet kann nicht ausgeschlossen werden, daB ein installiertes Geriit auch bei ordnungsgemaBer 
Verwendung keine Storungen verursacht. Sollten durch dieses Geriit Storungen beim Radio- und 
Fernsehempfang auftreten, so versuchen Sie bitte, die Storung durch eine oder mehrere der nachfolgend 
aufgefiihrten MaBnahmen zu beseitigen: 



Empfangsantenne neu ausrichten oder 
an einem anderen Ort aufstellen. 
Abstand zwischen dem Computer und 
dem Empfiinger vergroBern. 



Computer an eine Steckdose anschlieBen, die nicht 
im Schaltkreis der Steckdose des Empfiingers liegt. 
Wenden Sie sich an Ihren Handler oder einen 
erfahrenen Radio- oder Fernsehtechniker. 



Vorsicht! Durch jede Veranderung oder Modifikation des Gerats, die nicht ausdriicklich durch den 
Hersteller dieses Geriits gebilligt wird, kann der Benutzer die Erlaubnis fiir den Betrieb des Geriits verlieren. 
Ubereinstimmung mit den FCC-Riehtlinien: Dieses Geriit entspricht den Vorschriften in Part 15 der FCC- 
Richtlinien. Der Betrieb des Gerats ist an folgende Bedingungen gebunden: 

(1) Dieses Geriit darf keine nachteiligen Storungen hervorrufen. 

(2) Dieses Geriit darf nicht gegen den Empfang von Sttirsignalen abgeschirmt sein - uneingeschrankt 
eingeschlossen sind dabei alle Storungen, die zu einem unerwunschtcn Gcratcbetricb ftihrcn konnen. 

KONFORMITATSERKLARUNG: Compex Inc. erkldrt hiermit, dafi das folgende Produkt 
Bezeichnung: Compex MicroHub/6, 6-Port Ethernet Hub; Compex MicroHub/8, 8-Porl Ethernet 
Hub Compex MicroHub/16, 16-Port Ethernet Hub Modellnummer: TP1006C/TP1008C; 
TP1016C/TP1016F den nachstehenden Produktstandards entspricht: Vorschriften zur 
Strahlenemission : EN55022A, FCC Part 15 Class A; Vorschriften zur leitungsgebundenen 
Stoistrahlung : EN6055PT2; EN55022A; FCC Part 15 Class A; Vorschriften zur Storsicherheit : 
IEC 801-2; IEC 801-3; IEC 801-4; Low Voltage Direktive: EN60950. Aufgrund dieser 
Ubereinstimmung entspricht dieses Produkt auch den folgenden regional geltenden Vorschriften: 

FCC Class A — gemaB den Anforderungen der FCC-Richtlinien Part 15; CE-Zertifizierung 

gemaB der EU-Direktive. 



Hersteller: Compex, Inc. 

Anschrift: 4051 E. La Palma, Unit A, 
Anaheim, CA 92807, USA 
Kontaktadresse fiir Europa : 
ReadyLINK Networktechnology GmbH, 
Technical Support 
Albert Einstein StraBe 42 
D-63322 Rodermark 
Deutschland 

Fax: ++49 (0) 6074 - 90668 



Singapur, denl. Oktober 1999 



Mr. Shi fia Xiang 
R&D Deputy^ Manager 
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"EDAOE IA DOE I A IANOAI I I ONOAI IAEA" 

♦ Eiioaiodaoida MicroHub®/6 c6-ii36iau i Oa^uaii i RJ-45 
eif oafoflaoida naoe Ethernet (TP1D06C); 
♦ Eiioaiodaoida MicroHub®/8 c8-iia6iau i 
9a<juaiii RJ-45 + fadaueaaaiiai -4-aflac, iiflou 
BNC enoaioaaotaa naoe Ethernet (TP1D08C); 

♦ Eiioaiodaoida MicroHub®/16 c 16-ii36iau i 
8a<juaiii RJ-45 + fadaueaaaiiai -4-ada<j iiOou 
BNC/AUIenoafoaaoiaa (TP1D16C/ TP1D16F*). 
+ Aaaaaiea : 

MicroHub®/8 (TP1D08C) e MicroHub®/16 (TP1D16C / TP1D16F) I aaanoaaeybd Male i6eii6ei iSoiaQa 
eiioaiooaoiou iiate Ethernet, eioiSCia i oeaabo 5ai65nai eieaeiiiie au-feneeoaeiiiie naoe (EAN) 
efiee b^-eoaeufo b aeaeinoii. Aey aui' iefai'ey i iaee J>f afee e 8 (OD1008A) eee 16 (OD1016A/ TP1016C) 
i i36ai UTP eni ieiicobony i 1 Tali' Siaiafua eaaaee. E oil 6 Eea aey laani af afey i oinoiai e i dyi iai 
i ianiaaei'ai'ey e naai afoai EAN fi 3acee-M'uie noaaai e i adaiiafe i oaaofii i63ai i 136 oo-M'ie 
eiii ooaoee BNC (TP1008C) eee BNC/AUI (TP1016C). Eii'oai'ooaoiSO OD1006C/ TP1008C/ OD1016C/ 
TP1016F i inoiyh'i eii'63ieeo6b6 eajeaue i 196 ia i 3aai ao ea-fanoaa ncaiaca e aaoii aoe-faiee 
ioee b^abo 6n63ienoai, oioi eoo buaai ecauoi-M'ue ooi eee ecee 0fea eifoeeeou. I inea 6n69ai'ai'ey 
i 9e-^ei aicieeiiaaiey faefii daafinoe ioee [>f afi'i a onodienoai afiau aaoii aoe-^aiee i iaee J>faa6ny. 

oieoenaeui ua lniaainnoe eiioaiodaoida 





(ce L m fi 


0ce JE at) 


© 


Naaoiaeia POWER 


♦ I 5e aee" (K-ai'ee oea^uaaao, ~b\'\ eoai'eai' iaai'i fa 
eii'oai'oOaoic). 




Naaoiaeia COLLISION 


♦ I 5e i eaai'ee oea^uaaao l'a aicjeeiiaaiea 
eh'oeeeoia 1 aaeaoi adaaaaaai u i e I aeaoai e aai'i'u o. 


© 


Naaoiaeia LINK/ACTIVITY 
(TP1016C/ TP1016F ; TP1006C/ 
TP1008C) 


* Onoie-^eaia naaf ai'eaoeac.uaaaD ia laaasena 
eaaaeiii'6 \t na yqi\ i aaiio aaai osQii e eii'baiodaoidii ; 

* I eaai'ea naaoiaeiaa oea^uaaao fa aeoeai'ia 
ninoiyieanaie. 


© 


Naaoiaeia JABBER 
(TP1016C/F) 


* I eaaieanaaoiaeiaa oeacuaaao fa aeoeai'ia 
ninoiyi'ea JABBER naoe. 


© 


Efii ea gaatiocee eaiae 
**(TP1016C/F): 
**(TP1006C/TP1008C): 


*Daa?ei ^aaflo^ee eai'aea i de ioaaoie ei'ii ea. 

♦ Daaeei ^aado^ee eai'aea i' de ioaaoie ei'ii e a (Left). 


© 


8 fidoia RJ-45 (TP1008C);/ 
16 i'idoia RJ-45 (TP1016C/ 
TP1016F**) 


♦ Eii'6ea6de86ai inoii fa 8 - 16 "i i56ia UTP eee 7 - 15 
i ifloia UTP i e Jii Taei' i ido UTP ^aa86cee eai'aea (i iflo 
01). 


© 


1 iiflo BNC eee 1 iido BNC- 
AUI 


♦ I ido BNC eee AUI aey i iaee (H-ai'e y e dacee-r i ui 
nasi ai'oai ndaiu EAN. 


© 


Aia;iui inoiyifiai 


* Aiaga! aeyi iaee {H-ai'ey e aia0i'aio a;i;u osQo 
auoiai'iai iai' 5yaeai'e y (7,5 A i' inoiyf 1 1 a 1 

iai' dyaeai'eyi 3e oiea 1 A). 

* Daaoeefloai ue aoia i i i eoai'e J» (a aeai acii'aio 90 A ai 
250AI sBai ai'i'iai iai' dyaeai'ey) oaiaeaoaiSyao 
oflaaiaai'eyi e'taie nodaiu. 




iai flyaeaiey 
(TP1006C/TP1008C);/ 
(TP1016C/ TP1016F) 
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Auee jH-aoaeii i eoai'ey 
(TP1016C/TP1016F) 


* I daainoaaeyao oaiai'iandaanoai aee" pfafey eee 
aueeprai'e y eii'dafodaoida. 


® 


Aia^ai (keyboard connection) 


* Aiagai aeyi iaee pfafey e afa0faio 5 B (keyboard 
power supply). 


IDAAINOADA/£\iEA: Cotnpex iaiahadid^dHd&aiiMdegk8tgUm(U46iladd,H&ygaUM nemieiipddiedi idaidyued 
0i6diaiedaiey. OdMedahMMiAdi^dMUUie^WtStMdeUd^ddSdaHU ii ididdddu, +di id audiaddagudiiddey ime e/eee 
ieddeddudueidpdHy^dMotdH(iMeyiedd(^ ddabddd 5 A e 300iA. 


± 


Naienoaa: 




♦ 


Yeifii e-i-i'ue iaoi daaeyai ue 
aui iefaiiiai ia oiieii eaaaea 
6n66ien6aa. 


eiioafoSaoiS, iaani afeaabiiee iauaaefaiea 
(BNC) naai aioa e naai a 16 a UTP a Saieao iafiai 



^ I Iaee |>f aab ai 8 eee 16 naai af 61 a UTP lOBase-T e iafiai aui iefafnai fa oiieii 
eaaaea(BNC) l/L"L iafiai aui ieiafiiai faoienoii e aaaea (AUI) naai aioa nabe Ethernet. 

^ I a f a9o£eeaaa6 eifoeeeou naoe e i Saadi Saaaiaao i ieo ana ^aaaenoaiaai i u a a naoe 
5aai-fea 6n65Ien6aa. A neo-raa ai? feefiaafey eifoeeeoa oneeeaaao e nefoSifegeSoao 
i Seiyoua nea^aeu, i inea-rlai i aSaaaaoeoei iaee J>f af fui 5aai-fei 6n65ien6aai . 

^ I 5aaaa5e6aeiiiay 5aaaia5aoey, oaaeafea e ainnoafiaeafea neafaeia, 5an 0e5afea 
65aai aioeSiaaifuo i aeaoia e 661'eoee gaoygeee i a5aaa-fe aey aaoii aoe^aneiai Sagaeafey 
nabe a oaeyo egieyoee auyaeaffie faeiii Saafifioe. 

^ Iauanaoaaua fiaaoiaeiau efaeeaoee aeebfafey i eoafey, ia f a56 a?af e y eifoeeeoia e 
5ajaeaiey naoe, a oaetea fiaaoiaeiau eafaea/i 6eai feea eee eaiaea/aeoeafinoe nabe 
ioaae'ufuo i i56ia ni ifiiafioao bo i Siaaaafe b aeaafinoeee naoe e 6i Saaeai e b aa Saaioie. 

^ A i iefii iauai a aui iefyao 661'eoee i oe'uoei iSoiaiai i iaoiSeoaey naoe Ethernet fi 
aunoSiaaenoaeai 10 I aeo/n e iaafii afeaaao fiiai anoei inoii ni fioafaaSoii IEEE802.3 aey 
1' aye5afe5iaaifi e aeoie i a5u (UTP) oege-^aneiai 66iaiy lOBase-T, oiieiai 
eiaeneaeiii'iai eaaaey (BNC) 6ece-=-aieiai oSiaiy lOBase-T eee oienoiai eiaeneae'uiiai 
eaaaey(AUI) oege^aneiai 66iaiy 10Base-5. 

± Oaoie^aneea oadaeoadenoeee 



♦ 


1 3 ii u 0 eafi'ua 
fi6inaa<56u: 


Niai anoei ni noaiaaadai e IEEE802.3, 100Base-T , FCC Class A, 
CE Mark. 


♦ 


Efoadoaeii: 


I iaaa5 aseaaao 8 eee 16 noafoeiffuo i I66ia eae aey ee'eafoia, 
na5aa5ia eae Sa^aSogl-^fuo eiioaioSaoiSia. Iacfa-f aiiue i iflo 
5aa56gee eaiaea iaani afeaaao i 5inoia eaneaaiia i iaee J>f afea e 
a56aii 6 eif6af63a6i56: i i66 #1 (Shift button Left) aey OD1008C e 
1 i66 #16 (OUT) aey OD1016C/ TP1016F. 


♦ 


Iidou gaado^ee e 

da^ado^ee 

eafaeia: 


OSaaoaony eaaaeii eg iiaoo aeouo i a5 UTP (eaoaaiSee 3, 4 e 5). 
I Sioyasaiiinoii naai aioa i i asao auoii oaaee-^afa ai 100 i a66ia. 
I 5e eaiieaaeSiaaiee n eni ieiigiaaieai i i56a gaaSogee eaiaea 
i Sloyaeaiiiiiou naai aioa 6aaee-=-eaaaony fa 100 i a66ia. 


♦ 


Enoi-rfee 
ieoafey : 


OD1006C/TP1008C: Aia0iee aaai 6a3 i eoaiev fa 7.5 A 
i inoiyifiai fai 5y£eaiey i 6e oiea a 1 A (nodi ai-^aoiai ifeseafea 
i a6ai aiiiai iai 5y£eaiey 110/220 A); 

OD1016C/TP1016B: 16 90 A at 250 A i a5ai aiiiai 1 ai SvEeaie v. 


♦ 


Oftaaiaaiey e 
iedoseabjuae 
ndaaa: 


Daii-^ayoai i aflaoofla: io 0°N ai 50°N; (oai i a3a666a odaiaiey : io - 
20°N iii 70°N); 5aai-^ay aeaeef inoii: 16 10% ai 80% RH; (aeaaefinou 
oSaiaiey: 16 5% iii 91% RH). [RH = ioi'ineoaeiiiay aeaasiinou] 
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♦ 


Oe^e-raneea 
dagiadu: 


TP1016C/TP1016F: 428 x 108 x 44mm (L X W X H) ; 
TP1006C/TP1008C: 149 X 90 X 25mm (L X W X H). 


♦ 


Aan: 


letel 0,18 ea (TP1006C/TP1008C); / letei 1,58 ea (TP1016C/ 
TP1016F). 


♦ 


Iaaasenndu: 


Aooanoiaaf i i eeanno LVD (i l i a9a aao feceiai faT 5y£eaiey). 



+ Qnodaiaiea laeni'daannoae 

^ Eiioai'oaaoiau nabe Ethernet — MicroHub®/8 (TP1008C) e MicroHub®/16 (OD1016C/ 
OD1016F) nfaaEeafu naaoieceo-^abuei e efaeeaoiSai e, i' daaiacfa-fafi u i e aey 
loiaQateaiey oaeeo ninoiyfee, eae faff 3ei ad: aee bf afea/auee bf afea i eoafey, 
ninoiyfea eafaea/i 6eai fee a, ninoiyfea eifoe'eeoia, ninoiyfea Sacaeafey nabe. 
Naaoiaeiaiu aaenbaobb eae yooaeoeafua n5aanbaa, en'f feucoai ua i' 5e onboafafee 
faeni 3aafinbae, e 5aci auafu fa i aBaafae i afaee eifoaf63a5f5a OD1006C eee 
TP1008C eee OD1016C eee OD1016F 



Naaoie^e6-raJ)ue 
e efaeeaoifl 


Ii enafeadaaiou 


POWER 


Caeafiie naaoiaeia 

Anee naaoiaeia fa aee f>f aaony, oaaaeoanii, -foi: 

[1] Dacuai / 0f65 faaasefi anoaaeafu a afacai. 

[2] Auee J>f aoaeii eif6afo5a6i5a onoafiaeaf a 1 ieiasafea ON. 


LINK/ACT 


Caeafue naaoiaeia 

Anee naaoiaeia fa aee J>f aaony, oaaaeoanii, -foi: 

[1] I iaee ]>f afey aeouo i a3 e 5acuaio RJ-45 aui ie'fafii 

i Saaeeufi. 

[2] Dacuai RJ-45 i iefinoub anoaaeaf, i 5e yoii aue neu 0af 

uae-^ie aai oeenaoee 1 i i anoo. 

[3] I eoafea'f a5niiaeuiial eiii u boa9a aee Jh- afi. 


COLLISION 


ESanfue naaoiaeia 

I eaaao, eiaaa faneieiiei noafoee i'Saaaeiifi faa56aeabo nabiL 
Aaf fia ninoiyfea n^eoaaony fidi aeiifui . 


JABBER 


ESanfue naaoiaeia 

I eaafea naabiaeiaa oeacuaaab fa aeoeafia ninoiyfeanaoe. 
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Idaaa e ioaaoiioaamnoii ecaioiaeoaey 

Eiiiaiey Compex Inc. ia i(MaTrioaaeya6. a yam aeiia etie eTnaaiil, dacOaoaiey t'nrieuciaaou OoclaTanoaT a iiacyo TaM'iQiaaate 
eee ei'ui m i'5aaonn60;ui'ui a mi iaQacii. Compex, Inc. iueao aimoou ofiiaaOwailioaTaafcy l'/ccc aViTiaacai'ey a lSiaoeo e/eee 
nenai'ea i'OiiioOoa, T^aafioaaeafuaT a ianoiyuai oYielfuanoaa, aac iOaaTiaOcoaclmai oaaafieaiey. Compex, Inc. m fanao 
loaaonoaaifinoe ca oaofi-afieea et'e ocuaOaoncca Tileaec. auyacaffua a uinotyual floclaiaiioaa. Niaada'auayny a mi eioidiaoey 
iiaaa3seai'a YaOeiae+aneei eciafaieyi, emiOCia auaoo ioOiueafu a micaaopueo Oaaaeoeyo aaffiai Oociaianoaa. Eciaiafey imoo 
anneoufiy aac iMaaaOcoaeuriai oaaaneaiey. 

Oiaadiua ci'aee 

Compex®, MicroHub® e ReadyLINK® yTtey'boriy' caOaaerioOeOTaafuiK' oiaaOfuic cfaeaie Compex, Inc. Ana mcaaiey iaQie 
e iQiaoeoia yaeypony oiaarifuU' ciaeaie clt caOaaonoOo^iaanuLC oiaarifuic cfaeaie nfut'6 acaiiaeiioaa. 

Oaaaueaiea 

Copyright © 1998 by Compex, Inc. Ana idaaa caueuafu. CafOauabony airiioiecaaa^ifea. cclafaica eee LaOaaia aac niaeanmai'ey 
n Compex, Inc., <:a enee^+ai'eai neo+aaa. T0aaY>im6Mffu6 cacinaaoactinoan la aaoiQneii i'Saaa. Doenenti ifiaadee 

Teoh Peik Cheng 

Iliad 36etlefie: M-0147-V1JR Aadfiey 1.3R, October 1999 toia+aoaff a Nei'aaiooa 

OaauueaeaOasSaeune eiiennee i i ha yqb N0A (FCC) A aula onoOTenoai aueii' 3Taa3an e faeaafi oaiaeaoaTdybuei oflaaiaaieji aiiy 
oeoSniuo 6n63iefi6a Eeanna A a niToaaoiioaee n Noaoiiae IS Idaaec FCC. Yoe oflaaiaaicy AaeAaaioaiu a'ey faaffi ;t;iey i Seagate 
eaueoil loi'iaj a ajeeuo nliOoa'aicyo. Aania ofioOk'nuai i OiccaiaOo. i" ioOaacyao e eceo-aao \ ' laOac):) Oaaei-anoioQ. Ide onoafiaea eee 
yen eoadaoee ohoOicnoaa n ioeeiuu'cvie io emoOoeoce. a oaeava a lacioiOuu aOoaeo -anui'uo neo-ayo. i a eneeb^uiT aici'ccfiaaiea 1 1 a> 3 
3aaeiem6ieeaoey6. Anee aau'Ta onoOicnoai yaeoiiy i Oe-eiTe i ii a> a 5aaei- eee oaea aflaiia-^ao, 6i aey eo onoOai'afey iieuciaaoaeb 
3aa dei'yoii \iu6 ccc i'anC'iL ; iici eg i' al ;tcncai i'uo i'etea i S3: 



± 



IaQai5eai'6e9iaaoii eee 
'iaMnoaaeoLi i'Qeah'op ai'oaiio. 
Oaaee-^eoii Saiinoiyiea 
C'niiiiioaOii e T^cicia^iiaL' 
nenoaiie. 



t e Sifaoea, iofinyuaeny e a96aie 
4-ai 5a, e ST6i5ie 'niiSep-faia YQefeiabuay 



_|- Iiaeeb-^-eoii eiii'Uboat 
— yeaeo9e-!-aneie oaie, 
j nenoaia. 

+ IMeiiiiooljucOTaaoiifiy n accafln ccc ni'aoeaccnoTi n Qaaei- eee 
oaeaaeceii'ne oaoieea. 

BatiindddacEdiea)~\T.iuii eciaiafey ccc niieoceaiicc', fa ooaaDa^aai'i'ua a yam aca;i iOiccfuacoaeal aafnai onoflienoaa, imoo 
i9eaan6e e eeoai'ep iituiciaaoacy iOaaa aai ycnii'oaoaoee. 

Niioaaoftoaea odaaiaafeyi FCC Aan'm onoSienoai nnoaaonoaoao 69aalaaieyi Noaoiie 15 I3aaee FCC. I3e 
yenieoaoaoee onoOkaioaa niac(iaati6ny ncaa6[iuca onemey: 

(1) Aan'm onofliefioai fa inexu yaey6iiny enoT-feeii Yiiao. 

(2) Aan'm 6n65ien6ai m aiea;n 3aaae3iaa6Li m epaua aoiai'ua itiaoe, aeeb-^ay iTmoe, eioiSua iiaoo i'Seaanoe e aai 
l'aigaaeeunio ooieoeifeOiaafeb. 

AEO NIIOAAONOAEB NOAIAADOO Compex, Inc. gayaeyab, ^oi ufiaoed : Iael aiaaiea i 6ia'6eoa: 
Compex MicroHub/6, 6-Port Ethernet Hub; Compex MicroHub/8, 8-Porf Ethernet Hub; Compex MicroHub/16, 
16-Port Ethernet Hub m a5 iiaaee: TP1006C/ TPJ008C; TP1016C/ TPJ016F niiddddndaodd ddddiadieyi 
neddobuebnbdddebdeuneeo nbdiddddia: N6aiaa96u fa ece'6-=-ai'ea : EN55022A FCC; Noaoiiy 15 Eeann A; 
Noai'aaflou ia lfliaiaeiinou : Idiaiaeiinou EN60555PT2; I Sialaeimou EN55022A; FCC Noaoiiy 15 Eeann A; 
Noamaaou fa laani Beei-reaffiou : IEC 801-2; IEC 801-3; ffiC 801-4; Low Voltage Directive : EN60950. 
NMaiddodeuuflduueiduideb niibdabnbdodbbdddidbieyine^dopu FCC Eeann A 

— a niioaaonoaee fit Noaoiiae 151 3aaee FCC; CJiae CE — a niioaaofioaee ni dM efiafejie AN. 



Iagaafeai Siefaiaeoaey: Compex, Inc. 
Aa'6ani 5ie9aiae6aey: 4051 E. La F 'alma, Unit A, 
Anaheim, CA 92807, USA 
Oaoie-raneay iuaaadaeea a AadTia: 
ReadyLINK Netwotktechnology Gmbh, 
Technical Support 
Albert Einstein Strape 42, 
63322 Rodermark, Germany 
[Fax: ++49 (0) 6074 



Nefaa 65, 1 October 1999a 



Mr Shi Jia Xiang 
Deputy R&D Manager 
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Figure 7: Front Top Panel View of MicroHub TP1008C & TP1006C 




Figure 8; Bark Panel View of Mir.rnHiih TPWOfiC 




Figure 9: Back Panel View of MicroHub TP1008C 




FPL 


( 


D 


© 













Figure 10: Side Panel of MicroHub TP1006C & TP1008C 
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Technical Support Centers 


Contact the technical support center that services your location. 


U .S.A., Canada, Latin America and South America 


M Write 

W Call 
Si Fax 


Compex, Inc. 

4051 E. LaPalma, Unit A 
Anaheim, CA 92807, USA 


Tel: (714) 630-7302 (8 a.m. -5 p.m. Pacific time) 

Fax: (714) 630-6521 

BBS: (714) 630-2570 (24-hour access) 




Europe 


M Write 

Call 
Si Fax 


ReadyLINK Networktechnology Gmbh 

Albert Einstein Stra(3e 42 
63322 Rodermark, Germany 


Tel: ++49 (0) 6074 - 98017 (8 a.m.-5 p.m. local time) 

Fax: ++49(0) 6074-90668 

BBS: ++49(0) 6074-93974 (24-hour access) 




Asia, Australia, N ew Zealand, M iddle E ast 
and the rest of the World 


M Write 

ffi Call 

&\ Fax 


Compex Systems Pte Ltd 

135, Joo Seng Road #08-01, PM Industrial Building 
Singapore 368363 


Tel: (65) 286-1805 (8 a.m.-5 p.m. local time) 

Fax: (65) 283-8337 

BBS: (65) 282-8854 (24-hour access) 




Internet 

access/ 

Website: 


E-mail: pdsts@compex.com.sg 
FTPsite: ftp.compex.com.sg 


http://www.cpx.com or 
http://www.compex.com.sg 



Compex Technical Support 



" Quick Install Guide " 
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